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Viewing Cameras in MX-HomePro:
A URC Z-Wave Gateway is REQUIRED for integration with MX-HomePro!

Overview:

Setting up cameras for use in an MX-HomePro system is fairly easy. Although all
cameras do not work with this product, the ever growing list of compatible
brands/models can be found here as we add the URL strings necessary for it to work.

In order for a cameras to work in MX-HomePro it first must be associated with
URC’s Z-Wave Gateway. All cameras must (at minimum) be compatible with this
device for it to work.

When a camera is fully compatible, it is visible in the following ways:

e Handheld Remote Control (MXHP-R700/R500)
Once a camera is associated correctly a Cameras menu appears on the Home
page of the remote. Selecting this option shows all the cameras that have been
configured to work with the system. If a camera is not visible, it may simply
require a configuration period (of up to five (5) minutes) or may not be
compatible at all with the handheld remote.

e URC Home App (iOS or Android)
The URC Home app (used for control and configuring Z-Wave devices/scenes)
displays the Camera image (under the Devices or Camera section of the app
menu) when the mobile/tablet device is on the same local area network (LAN).

URC Smart Home

If the user desires to see the camera (or use the app in any way) from other
locations, off the local network, the customer MUST subscribe for the annual
subscription via the Z-Wave User Portal.

(1)
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Associating a Camera with URC's Z-Wave Gateway: SPT— ;
To associate a camera within Ul7, follow these steps: Step 1: Select Your Device _

Devices >

Devices included in your Starter Solution are. . ar

1. (o to the "Cameras” section of the menu, select the “+Add Camera button”
Additional Devices —_
y) Scenes >

The list of device types to include now appears. Since you are adding a network
camera, find “Security Cameras” in the list and click on it to expand the entry. |enerey + B Alarms +

o)
Now locate IP Camera - Generic IP Camera in the available options and
select it. Settings + Thermastats +
ARPS ar @ o +
— . 3 Users & Account Info <+ '
ashboar . i
- Ao » Dimmers and Lights -
. Logout
Devices > _
IP Camera
Scenes »
Bosch IP Camera (Box) S
Energy o
Bosch IP Camera (Come) S
Settings EH
staCam HD >

n;
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Devices

1. MName the camera:”
Cameras >
Scenes

2. Select camera type:
Energ

APPS
Users & Account Info
3. Enter all the information needed to connect to the camera. Logout X 4. Fill in the username and password:

Username:

Password:

i

And then select a2 room where this device will be located:

Room Please choose & room ¥
“Mame, |7 and camera type are required in order to procesd.

List Network Devices

3)
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Apps

4. Start by entering a name for the camera in field 1. This label appears on the sieinliing
user interface when the camera is viewed. Then in field 2 select the camera
type from the list. Select Other IP camera from the list.

il be located:

Room Please choose a room ¥

List Network Devices
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Step 2: Pair Your Device

5. After selecting the camera type, enter the URL that provides a JPG
snapshot from the camera, nearly all IP cameras have this capability. If the
camera’s setup screen have the option you should set the resolution of the O
snapshot in the 649 x 480 range. If you copy the URL from the list we provide - I (heo

ogout

replace <camera ip> with the actual camera IP address and port, if port is set to [°%
other than 80. For example, the URL for a Lilin camera with [P address 3.Fillin the IP address:*
192.168.1.200 and port set to 43878 is: http://192.168.1.200:43878/snap.

It is very important that any camera setup here do not change IP address later or|
the system can lose connection to that camera. Make sure that all cameras are
set to a static IP address or that there is an IP address reservation set for the Username:
camera in the network's DHCP server. The DHCP server role is usually handled
by the network router or domain controller.

4_Fill in the username and password:

Password:

5_And then select a room where this device will be located:
Room Flease choose aroom ¥
*Wame, IP and camera type are required in order to proceed.
List Metwork Devices

)
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LSRG Step 2: Pair Your Device
6. Next fill in the username and password that are required to view the camera oo http./192.168.89.7:524
image. Then select the room where the camera is to appear and click Next i s
when finished. :
N

0



UL

MX HOMEPRO CAMERA INTEGRATION

Dashboard ? Step 2: Pair Your Device

Devices p

7. Onthe next screen the system tries to connect to the camera and display an

image. If everything has been done correctly, after a few seconds the camera

displays an image. If not, select the back button and check your work. Click Next|[*“*"= -
and you are done! Energy +
Summary of Steps: Settings +
a. Goto Cameras and click Add Camera Apps T
b. Select Security Camera/Generic IP Camera Users & Account Info  +
c. Manually install the camera by entering a name, selecting Other Camera, |Logout X

entering the full URL for a snapshot image, entering the username,
password, and reom where the camera should be displayed.

If an image appears then click Next to install the camera, otherwise click
Back and check if you filled in the fields correctly.

d. Check that an image is displayed

Next

S
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Camera URL:

This list represents the currently supported models and URL's. Keep in mind that this
document is every expanding and new models are going to be add to this list.

Brand 0

Auis |httpyff<camens ip=/auis-cgifpgimage. cgifres ol ution=640x380 =3 et as

Channal Vision httpy<camers ip>/Getimage.cg fes Yes es

Digital Watchdog ihup;n’.-'cr.amera ipxfimagel/jpeg s Yes Yes Slow image cycle on remote
FLIR hittp/ f<earmera ip=/egi-binfsnapshet.cg |Yes

Fascarm [t pu/f<earmera ipefegi-bin/OGIPrany fegi Perrd=snapPicture? Mo

GenlV httpy/f<camera ip>/cgi-bin/snapshot.cg No Yes fes

Hikwision !h'n.p:n'."-c camera ip>/Streaming/channels, 1 /picture PsnapShotimageTypes)FEG =3 Yes |Yes

Hiurik hittps/ f<carmera ip>/Gatimage.cg M

IC Realtirs: ihﬂp;-'."qr'.:n‘&;a ipefegi-binfsnaps hot. cgi M ubtype=1 Mo Yol LGE Subtype=1 reduces snapshot resolution and may not be supparted on all carr
IC Realtime |odder models) httpy/f<camera ip>/cgi-bin/snapshot.cgi fchannelw 18s ubtypesd Mo main stream

IC Realtime {older models) !hun;n'."c carmera ip>/ogi-bin/snapshot.cgi fchannels1&subtype=s10. mainstream.  lsubstream Mo suby streamylower mesolution
Lilin hittpy/f<carmera ip>/nap g s LEH

Wivotek ihrrp'.-'."cl:anﬂa ipefggi-binfviewervideo.jpg Yies Yes el

‘Wirepath [SnapAV) hitpy/ f<camers ip>/wps-cgifjpefimage.cgifmmerasl&resolution=60xd80 s Yes 1¥es

Dabua l.n'cgu Bin/snapshot.cgi *channel=0 |ne

Lurma |[Snaghi') httgy//<earmera ipefwps-egifimage cgi Feamera=1 8 Streamburm=2 B e ol ution=64A 608 use marme=adminfpassword=adrmin

Panasonic |httpyf/<camers ip>/Snaps hat PEGPResal utions6d lnd 308 DualitysSandand Vet Yes Yes

Speco unknown

Zuurnbdadia httpy//<carmera ip=fegi-binfimage.cgi fuserdame= < ermame> & password=<password=&ca merall=< carmerall >&auality =9 Range - 1.9, 9=Highast
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$ DoorBird

Online check
Using DoorBird in Z-Wave (TinyCam Monitor):
These instructions were written using the DoorBird D10X, but also works with the

surface edition (D20X) or Birdguard (B10X).

1CCAE3T0
1. Preparation: E— The DoorBird's Wi-Fi MAC address and
Token can be located on the Digital
o Follow DoorBird installation instructions and verify that it works Passport supplied with the device.
properly with the DoorBird application
e Discover the DoorBird device’s IP address using the following URL:
O https://www.doorbird.com/checkonline €2 IP Range - Angry IP Scanner
Scan Goto Commands  Fayorites  Tools  Help
e 3rd Party IP scanning software such as Angry IP Scanner can be utilized P Range: [192166.1760 | to [152168.178255 | [IPRange | %
to find the device's IP address. Search for the device starting with the Hostname: | AVALON (@ [Nemesk | [ @ ston | &
fOHOWIng hOStname: P . Ping Hostname Ports [0+]
" " @ 192.168.178.1 0ms [n/a] [n/e]
D bha' 9192.163.1?8.2 0'ms AVALOMN [n/s]
@ 192.169.178.3 D ms [n/a] [n/s]
e In this example, the DoorBird's IP address is: 192.168.178.15 © 21681784 Oms 1} BHCSS-DRGR el
@ 192.168.178.7 1 ms [n/a] [n/s)
@ 192.168.178.8 0ms In/a] [nfs]
@ 192.168.178.10 Ims [n/a] [n/s]
@192.163.1?8.12 2ms [n/a] [n/s]
9192.153.1?8.13 123 ms [n/a] [n/s]
@ 192.168.178.14 98 s [n/a] [n/s]
5_9192.163.1?8.15 20 ms bha-1CCAE3706860.local [n/s]
& 192.163.178.16 18 ms [n/a] [n/s]
@192.168.1?8.18 234 ms [n/a] [n/s]
@ 192.168.178.20 Ims ED18242 [n/s]
9192.168.1?8.21 105 ms [n/a] [n/s]
@192.163.1?8.249 1ms [n/a] [n#s]

S)
S
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@Ufl'." 13°c b

Control the Experience.

Lorlanae 2 Step 1: Select Your Device [ seon _ QJ

Devices included in your Starter Solution are..

o EE—

e Open the Ul 7 Programming Portal (Z-Wave):

(o
qufg}.-' 4 U Aleeers o ==
a. Select the Cameras tab _ R
Settings % Thermostats
b. Select Add Camera roos N P

_‘_/ Energy -

Users & Account info  + i
9

‘t{y.g" Dimmers and Lights
5

Services

\

&) security Cameras
Login [ —] 2 T
o

e IP Camera \

acam 800

o
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e Once IP Camera (Generic IP Camera) has been selected, select the Next (3x) FEEN _
button until the /W Gateway attempts to discover the camera automatically.
e Perform the following:
a. Select Manually Install the Camera (Advanced). ' : = i
b. Choose the item that corresponds to the IP address found using the
instructions on page 1, for example: 192.168.178.15 G, &
c. Scroll down to “Manual Configuration” and enter the DoorBird
information. )
d. Enter the following into the - _ ) ames
Camera URL box: :'- _— i _ _— F Dt I'::. F— _: —_ ' E : Y
http://Username:Password@xxx.x T :
o xx.xxx/bha-api/image.cgi Camera URL 0

Or

http://CAMERA IP ADDRESS/bha-
api/image.cgi?http-user=

username&http- Q
password=password

0:00

e Manually install the camera (advanced) m

)




UL

MX HOMEPRO CAMERA INTEGRATION

e Scroll down to reveal the “Test Your Camera Configuration” section.

Camera Name

o Name Your Camera: Q

a. Scroll down and enter a name in the Camera Name section

b. Choose a Room using the available drop-down menu

c. Select Next to complete the process e Hallwa, v

Click Test Button below to confirm your Camera Configuration

appear belo thin 15 to 60 seconds
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e Once visible, select your new Camera > Settings > Advanced > Extra Parameters ive  RHECHEEI e g
> New Service :

WARNING: Change your camera's default Username and
Password to insure your privacy.

Enter the following to the corresponding fields:
New Service: urn:micasaverde=com:serviceld:Camera2 |
New Variable: DirectStreamingURL 7L -

New Value: /bha-api/video.cgi

u are seeing the e0 In em T or has trouble loading up the
e With the fields completed select “Add” then “Reload Engine” - I
e Once Engine is reloaded, try the camera (see image at the right) Hide the message for this camera,

| (S S |

Currently DirectStreamingURL is not
working, check the “Hide the message
for this camera” box and select close.

Live Recorded Settings

New service
New variable

New value

ceoodengne J§ Add

)



